
CORA BIKE RACK, INC
The proven solution to bike parking

www.cora.com

SITE SELECTION & LAYOUT

CORA EXPO “W” SERIES

6' min. to any curb or obstruction 24" min. to anchor point

18" min. to any 
obstruction

18" min. to any 
obstruction

6' min. 12' min. 12' min. 12' min. 

18" min. to any 
obstruction

DOUBLE SIDED ACCESS

CLUSTERS IN A LINE

PARALLEL

SINGLE SIDED ACCESS

36" 36"

6' min.

Some bicycles require extra-wide parking space. The ends of the unit are designed to accomodate them. Always allow 36" between units in clusters.

Proper site selection is a critical 

component of bicycle security and 

will help maximize subscribership 

to your bicycle parking installation. 

Select a convenient location of 

adequate size adjacent to a 

building entrance and in clear sight 

of pedestrian tra�c. An appropriate 

location will have a flat grade and 

be easily accessible to a mounted 

rider. Avoid landscaping that might 

create blind spots or obscure lines 

of sight. Ensure placement does not 

obstruct the flow of pedestrian or 

vehicular tra�c. Separate bicycle 

parking from vehicle parking with a 

barrier that minimizes the 

possibility of a parked bicycle being 

damaged by a vehicle.


